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With the EyeLight Plus DiagnosticLine Corghi is launching a wheel balancer on the market that is equipped with  
an industrial personal computer and is totally automatic; the operator isn’t asked to carry out any manual operations.

The new EM9980 Plus is particularly indicated also for less experienced operators as it is extremely easy to use.  
It is automatic, fast and works without ever touching the wheel.

Worldwide preview of the all new EM9780 Plus. Automatic, fast and works without ever touching the wheel.

FULLY AUTOMATIC 
Guarantees high productivity and high profitability.  
Spin and diagnostic times improved by 40% compared  
to the previous generation

HIDDEN WEIGHT AUTOMATIC 
New programme that automatically identifies without contact the 
number and position of the spokes in hidden weight balancing mode 

HIGH PRECISION COLLETS 
In addition to the 4 centring cones, Eyelight Plus is equipped standard 
with the “High Precision Collets” kit for optimal wheel centring. 
The kit includes 8 double-faced low conicity collets made with 
high mechanical resistance steel. The new cabinet now includes side 
housings for the Kits so the work area is always kept in order.

FULLY AUTOMATIC 
Guarantees high productivity and high profitability.  
Spin and diagnostic times improved by 40% compared  
to the previous generation

HIDDEN WEIGHT AUTOMATIC 
New programme that automatically identifies without contact the 
number and position of the spokes in hidden weight balancing mode

LASER RUNOUT 
Fully automatic diagnostics of the wheel and only the rim

LASER POINTER 
Punctiform laser pointer in an ergonomic position

CONTACTLESS
Equipped with a “combined” system, which includes an internal laser 
sensor and an external sonar sensor. EM9780 Plus automatically detects 
the wheel dimensions without any operator intervention.
All operations for the positioning of adhesive weights have been simplified.

FULLY AUTOMATIC 
Guarantees high productivity and high profitability

HIDDEN WEIGHT AUTOMATIC 
New programme that automatically identifies without contact the 
number and position of the spokes in hidden weight balancing mode

SONAR RUNOUT 
The EM9780 Plus can also become a model with diagnostic 
functions if it is equipped with the special Sonar RunOut Kit  
(Sonar RRO kit) that measures the radial run-out of the wheel and 
calculates the best coupling between the parts resolving typical 
problems of vibration on the road with a single measuring spin.


